
SEAL-TITE COUPLER COMPATIBILITY

SIZE COMPATIBILITY - COMPANY SKU#
Coupler

 ID Tolerances
24" ADS, QC, PCP, JME WT-82401 27.6 ± 125

CPP, AT WT-82402 28.4 ± .125
BD, PRI, WT-82403 29.7 ± .125

LN WT-82404 28.8 ± .125
   

30" ADS, QC, AT, WT-83001 35.1 ± 125
CPP, PCP WT-83002 35.4 ± .125

JME WT-83003 34.6 ± .125
LN WT-83004 36.4 ± .125
   

36" ADS, CPP, LN WT-83601 41.1 ± 125
QC WT-83602 41.5 ± .125

PCP WT-83603 41.9 ± .125
AT WT-83604 42.8 ± .125

42" ADS WT-84201 47.7 ± 125
CPP, LN WT-84202 48.0± .125

QC WT-84204 47.5 ± .125

48" ADS WT-84801 53.7 ± 125
CPP, QC WT-84802 54.5 ± .125

LN WT-84803 55.5 ± .125

PCP - Pacific Corrugated Plastic Pipe
ADS - ADS
BD - Blue Diamond
QA - Quality Culverts
AT - ArmTech
PRI - Prinsco
JME - JM Eagle
SP - Springfield
LN - Lane
FC - Fratco
CPP- CRUMPLER 

* Pipe outside diameter should be verified before ordering.

MANUFACTURER CODE:

Notes: 
Seal-Tite will fit all corrugated HDPE pipe. Manufactures not listed above 
are due to a lack of accurate pipe dimensions
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